N @ l Digital Camera Series

DIGITAL ECLIPSE

Ultrahigh-quality Digital Camera for Photomicrographic Use

Super-performance 4X Zoom Digital Camera

COOoOLRIX4500

Digital Camera

PDM100






Specifications

Image size/Resolution level

3,840 (H) x 3,072 (V) pixels (max. in Fine mode); 1,280 (H) x 1,024 (V) (max. in Quick mode)

CCD

2/3-in. high-density CCD; total number of pixels: 1.5 million (effective 1.45 million)

Lens mount

C-mount

Sensitivity setting

3 levels selectable: Normal, High and Max.

Exposure control

Manual

Auto white balance

Can be preset by selecting a point or rectangle.

Exposure time

1/12,000 to 170 sec.

Shooting mode

Fine (10 types): 3,840 x 3,072 pixels to 640 x 480 pixels.
Quick (4 types): 1,280 x 1,024 pixels to 640 x 480 pixels.

Live image size

640 x 512 pixels (12 frames/sec. max.)

Data saving format

BMP, JPEG (3 types compression), or TIF (uncompressed)

Interface

Dedicated interface board (PCI bus)

Dimensions

78 (W) x. 136 (H) x 69 (D) mm (3.1 x 5.4 x 2.7 in.) excluding protrusions; Interface cable: approx. 2m (6.6ft.)

Weight (without battery)

Approx. 800g (28.3 0z.) excluding lens

Operating temperature/humidity

Temperature: 0 to + 40°C, Humidity: 10 to 80% (wihout condensation)

Power supply

Supplied from PCI bus (via dedicated PCI board)

Recommended operating environment

CPU Pentium Il 1 GHz or faster

RAM 256MB or greater memory space required

Hard disk 100MB or greater memory space required

Mother board PCI expansion slot space required

VRAM 16MB or greater memory space required

oS Windows® 98/NT4.0/Me/2000/XP (Japanese/English ver.)

Display monitor

1,024 dots x 768 lines or greater, 16.7 million or more colors must be

reproduced.

Interface

Only dedicated interface board can be used

Note: Some PCs might not work in this environment. If this happens,
please consult Nikon or its local representatives.

Microsoft® and Windows® are either registered trademarks or trademarks of Microsoft Corporation in the United States or other countries.
Pentium is either a registered trademark or trademark of Intel Corporation.
Products and brand names are trademarks or registered trademarks of their respective companies.

Specifications and equipment are subject to change without any notice or @
obligation on the part of the manufacturer. February 2003.
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