

















J Specifications (MA200)

Main body

Focusing h Focusing nosepiece (Fixed stage) Coaxial coarse/fine adjustment knob (torque adjustable)
Coarse adjustment of 4.0mm per rotation, fine adjustment of 0.2mm per rotation

lllumination With flare prevention, Built in UV cut filter

Field diaphragm: dialing continuous variable (centerable), Aperture diaphragm: dialing continuous variable (centerable)
Filter: Double turret (ND16, ND4/GIF, NCB, Additional option available), Polarizing block (Selectable with or without 1/4 APlate)
Fluorescence filter blocks: B/G/V/BV, Built in 12V50W halogen lamp, C-HGFI HG Fiber llluminator

Light Distribution

Eyepiece tube/Back port: 100/0, 55/45

Optics

CFleo Optics

Image orientation

Erect

Observation hod

Bright/Darkfield/Simple Polarizing/DIC/Epi-Fluorescence

Revolving pi MA2-NUI5: Bright/Darkfield/DIC 5 position nosepiece, LV-NU5A: Motorized Bright/Darkfield/DIC 5 position nosepiece
D-NID6: Bright/Darkfield 6 position nosepiece (Intelligent), D-NI7: Brightfield 7 position nosepiece (Intelligent)
Stage MA2-SR Mechanical Stage (X/Y flexible handle)

Dimension: 295x215mm, Stroke: 50mmx50mm (with distance graduation), Standard accessory:¢$22 universal specimen holder (with sample clip)

Trinocular eyepiece

Seidentopf, Interpupillary Distance Adjustment 50-75mm

Power input 100-240V, 50-60Hz
Electric power const 1.2A 50/60Hz
Maximum electric power 1.2A 75W

Weight Approximately 26kg

Intermediate magnification Turret (1x, 1.5x, 2x), Status detection (Output magnification information to main unit)
Scale MA2-GR Grain Reticle (ASTM E112-63 grain sizing numbers 1 to 8), Grid Reticle(20 lines, 0.5mm)
MA2-MR Scale Reticle (compatible with 5-100x, Read in um, Dialing System)

Specifications (MA100)

Optics CFleo LU system
Observation image Upright reversed image
Observation method Brightfield and polarization (with MA P/A simple polarizer/analyzer set)
Focusing Focusing nosepiece (fixed stage)
Coaxial coarse/fine adjustment knob with 8.5-mm stroke (Coarse adjustment of 37.7mm per turn, fine adjustment of 0.2mm per turn)
Nosepiece revolver Brightfield 5-position nosepiece
Stage MA-SP Plain Stage: 170 x 230mm - Includes two stage inserts (1) clear acrylic stage insert with #30mm opening, (2) clear acrylic stage insert with crescent opening
(width 30mm) to allow clearance for rotation of high magnification objectives
Optional stage inserts: MA-SRSH1 Specimen Holder 1 with 15mm opening or MA-SH3 Specimen Holder 3 with 2mm to 32mm adjustable opening
Accepts Attachable Mechanical Stage TI-SM
TI-SM Attachable Mechanical Stage CH for use with Plain Stage: 126mm x 80mm stroke, handle can be attached on the right or left side of the plain stage
Optional Specimen Holders to fit Attachable Mechanical stage: MA-SH1 Specimen Holder 1 (¢15mm opening)
MA-SH2 Specimen Holder 2 (430mm opening), or C-HU Universal Holder (30mm to 65mm adjustable opening)
MA-SR Rectangular 3-plate Stage: 50 x 50 mm stroke (includes two stage inserts ($20mm and 40mm opening) and coaxial control handle on the right side
The 3-plate design allows entire top surface to move. Optional Stage inserts: MA-SRSH1 Specimen Holder 1 with (¢15mm opening or MA-SH3 Specimen Holder 3
with 2mm to 32mm adjustable opening
Internal power supply 6V 30W Halogen Lamp (long-life type)
Condenser built-in (lever operated) g25mm filter (includes NCB11 and ND4) can be inserted
Built-in Siedentopf binocular
45° inclination angle and 50 to 75-mm interpupillary adjustment; photo tube accepts ISO type CCTV/Digital Camera "C" mount adapters
Light path knob switches between 100% visual and 20% visual: 80% photo
Electrical specification  Input: 100v/110v/120v, 220v/230v/240v 50-60Hz; Output: 1.5v to 6v; Max. power consumption: 96VA

Illluminator

Binocular body
with photo tube

Lamp 6V 30W Halogen
External di i 228 x 663 x 382 mm (W x D x H)
Weight Approx. 9kg

Specifications and equipment are subject to change without any notice or obligation on the part of the manufacturer. October 2008 ©2006/2007/2008 NIKON CORPORATION

The products detailed in the brochure are controlled by the Japanese Foreign Exchange and Foreign Trade Law and the International Export Control Regime. If there is a possibility that they may be utilized
for the development of weapons of mass destruction, etc., they shall not be exported without authorization from the government.

TO ENSURE CORRECT USAGE, READ THE CORRESPONDING MANUALS CAREFULLY BEFORE USING THE EQUIPMENT.
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